
EXTERIOR BUILDING FINISH

AS SPECIFIED

HORIZONTAL REINFORCING STEEL,

PLACED IN PLASTIC STIRRUPS,

ALTERNATIVELY INSIDE AND

OUTSIDE OF WALL AS SPECIFIED

FLOORING AS SPECIFIED

VERTICAL REINFORCING STEEL

PLACED IN  BETWEEN HORIZONTAL

REINFORCING STEEL

AS SPECIFIED.

INTERIOR FINISH

AS SPECIFIED

WOOD JOISTS

AS SPECIFIED

JOIST HANGER

LEDGER BOARD SECURED

TO WALL WITH ANCHOR BOLTS

AS SPECIFIED

CUT OUT FORMS

AS NECESSARY TO

MATCH ANCHOR BOLT SPACING

TYPICAL WOOD

FRAME CONSTRUCTION

AS SPECIFIED

SILL PLATE AND

ANCHOR BOLTS

AS SPECIFIED

DPC BETWEEN ALL

TIMBER AND CONCRETE

SURFACES.  SILL PLATE

TO BE H1.2 MSG8

1
0

5
0

CAVITY CLOSER WITH

VENT SLOTS

VERTICAL SHIPLAP

WEATHERBOARD

CLADDING ON A cca

TREATED 45 X 20 H3.2

CAVITY BATTEN AS PER

MANUFACTURER

BUILDING WRAP AS

SPECIFIED

WALL INSULATION AS

SPECIFIED TO MEET H1

REQUIREMENTS

230mm Eco-Block System

WOOD JOISTS PERPENDICULAR

LEDGER BOARD CONNECTION

TO WALL 100MM FORMS

 DESIGNER / END USER TO VERIFY THAT

APPLICABLE BUILDING CODES AND REGULATIONS

CONSTRUCTED IN ACCORDANCE WITH ALL

HAVE BEEN DESIGNED, ENGINEERED, AND

STRUCTURES BUILT WITH ECO-BLOCK
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