NOTE:

IT IS THE RESPONSIBILITY OF THE 227
DESIGNER / END USER TO VERIFY THAT
STRUCTURES BUILT WITH ECO-BLOCK 100

HAVE BEEN DESIGNED, ENGINEERED, AND
CONSTRUCTED IN ACCORDANCE WITH ALL
APPLICABLE BUILDING CODES AND REGULATIONS
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/ 100mm PLASTIC CONNECTOR.
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ECO-BLOCK STANDARD EXPANDED——
POLYSTYRENE FORM USING 100mm
CONNECTORS

I\\\\\\\\\\\\\\\\\\\\\\\\\\)\\\\\ \

i

INTERIOR FINISH
— ASSPECIFIED

EXTERIOR BUILDING FINIS

VERTICAL REINFORCING STEEL
AS SPECIFIED c ORCING S

/ PLACED IN BETWEEN HORIZONTAL
REINFORCING STEEL AS SPECIFIED.
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HORIZONTAL REINFORCING STEEL,
PLACED IN PLASTIC STIRRUPS,
ALTERNATIVELY INSIDE AND
OUTSIDE OF WALL.
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100mm REINFORCED CONCRETE ———~___ ;- o d
CORE 3 1A
= o I 'h = FOUNDATION DOWELS
i - AS SPECIFIED
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V= CONCRETE SLAB
‘ol W AS SPECIFIED
e L o COMPACTED GRANULAR
PARGING AS (P 3
SPECIFIED ] | L / FILL AS SPECIFIED
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FREE DRAINING BACKFIL:

AS SPECIFIED U
lﬁu . > POURED CONCRETE
WATERPROOFING ANB Tl FOUNDATION AND
DRAINAGE BOARD REINFORCING AS SPECIFIED
AS SPECIFIED
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