NOTE:

IT IS THE RESPONSIBILITY OF THE
DESIGNER / END USER TO VERIFY THAT
STRUCTURES BUILT WITH ECO-BLOCK

HAVE BEEN DESIGNED, ENGINEERED, AND
CONSTRUCTED IN ACCORDANCE WITH ALL

APPLICABLE BUILDING CODES AND REGULATIONS

-r’
/-‘- .4‘ “
5 R ECO-BLOCK STANDARD
ALL VERTICAL AND et / EXPANDED POLYSTYRENE FORM
HORIZONTAL REINFORCING R USING &7 CONNECTORS
AS SPECIFIED | <
X e
Rt 113 REMOVE FORMS AS NECESSARY
2 PR 18 TO MATCH FASTNER LOCATIONS
CF Wl
)e Ex 4g
200mm REINFOREED R e
CONCRETE CORE B 1€
gt T 1Y ANCHOR BOLT, MASONRY SCREW OR
5 CONNECTORS 1180 B 118 THREADED ROD AS SPECIFIED
: N I3 ]
| . A%
/A-
200
327

ECO-Block, NZ

ICF SOLUTIONS LTD.

PAUL JONES
FREE PHONE 0508 ECOICF (0508 326 423)
P.0. BOX 11
PAPAMOA 3151
WWW.ECOICF.CO.NZ

330mm Eco-Block System | >2=2°%
SCALE: 1:10
Fixture Attachments REVISION:
Heavy Loads DRAWING NUMBER:

ICF SOLUTIONS LIMITED | Eco-Btocko12




